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OR 4 CHANNEL TEST LOAD WITH DE9P CONNECTORS

TEST LOAD

2x1 OHM, 25W
eLeTTrRONIca P/N 8601-8015
S/N 001

ROME (ITALY)

TEST LOAD
4x1 OHM, 25W
Ecerrromnica P/N 8601-8016

ROME (ITALY) S/N 001

Test Loads p/n 8601-8015, and 8601-8016 with 2 or 4 channels,
and DE9P input connectors

TEST LOAD, 2 CHANNELS

MODEL P/N 8601-8015 (2 channels)
8601-8016 (4 channels)

NUMBER OF LOADS 2or4

NOMINAL RESISTANCE 10 +1%

AVG. POWER (EACH)

MAX 25W @ 25°C

I/P CONNECTOR

DE9P Amplimite 90 RoHS
inox steel series

MAX I/P VOLTAGE

250V

OPERATING TEMP.

-55°C/+125°C

DIMENSIONS 115 X 64, 30 or 55 mm H
MATERIAL ADC12 Aluminium
FINISH Black, powder coat

Electrical / Mechanical Specifications

Information furnished herein by LTG is believed to be accurate and reliable. However, no responsibility is assumed for its use. LTG reserves the right to
make changes without further notice to this equipment herein to improve reliability, function or design. LTG does not assume any liability arising out of the
application or use of this equipment. Registered trademarks are property of their respective owners
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